
  Parameter Specification Details

  Bulk Density* 0.14 - 0.26  g / cm3 Indicative Only

  Moisture Content Nominal 30% w / w Indicative Only

  Fixed Carbon Content > 80% DAF (Dry, ash-free)

METAMORF BIOCHAR

PRODUCT 
SPECIFICATION

Metamorf Biochar is high in fixed-carbon and
produced from sustainably sourced forestry
residues, using advanced CHARCELL
FOUR Pyrolysis Technology, which ensures
process stability and output consistency. 

TM

The controlled feedstock and stable operating
conditions deliver uniform chemistry, reduced
variability and consistent physical properties.
Produced at commercial scale with capacity
for large-volume, long-term supply from a
single source, Metamorf Biochar delivers
reliable quality and performance across
agricultural and industrial applications. 

PRODUCT DESCRIPTION

Premium, commercial-scale Biochar produced using
advanced CHARCELL  TechnologyTM

SPECIFICATION

FEEDSTOCK

SOURCE

PRODUCTION 
TECHNOLOGY

PHYSICAL 
CHARACTERISTICS

BS-I-01

Hardwood Timber

Taree, NSW

CHARCELL  FOURTM

A black, friable and free-flowing solid
derived from biomass feedstock and
formed using advanced Metamorf
CHARCELL  Pyrolysis Technology TM

Size (mm) Composition

> 25 mm > 2%

< 25 mm < 98%

TECHNICAL SPECIFICATIONS

PARTICLE SIZE DISTRIBUTION^

178 Cormack Road
Wingfield, South Australia 5013
+61 8 7094 3833

www.metmorf.engineering
contact@metamorf.engineering

* Subject to changes in feedstock, pyrolysis conditions and both local storage and environmental conditions
^ Particle Size Distribution is indicative only and subject to minor variability due to feedstock and processing conditions at the time
of manufacturing
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